
INDOOR UNIT Model

Output power - COOLING nom (min-max) kW 2,50 3,50 5,00 7,10

Output power - HEATING nom (min-max) kW 3,20 4,00 5,50 7,50

Power supply Ph/V/Hz 1/220~240/50/60 1/220~240/50/60 1/220~240/50/60 1/220~240/50/60

Treated air volume (H/M/L/Q) m3/h 580/480/380/280 600/480/420/350 900/750/600 1000/850/750

External static pressure Pa 0/10/20/40 0/10/20/40 0/10/20/40 0/10/20/40

High sound power dB 50 53 54 57

Sound pressure dB(A) 29/28/25 33/28/25 36/34/32 49/46/44/42

Net dimensions WxDxH mm 850x420x185 850x420x185 1170x420x185 1170x420x185

Packaging dimensions WxDxH mm 1045x530x260 1045x530x260 1365x530x260 1365x530x260

Net/gross weight kg 16,0/21,0 16,0/21,0 22,0/28,0 25,2/28,4

Liquid pipe Ø mm (inch) 6,35 (1/4) 6,35 (1/4) 6,35 (1/4) 9,52 (3/8)

Gas pipe Ø mm (inch) 9,52 (3/8) 9,52 (3/8) 12,70 (1/2) 15,88 (5/8)

Panel Model P1B-890IA/D P1B-890IA/D P1B-1210IA/D P1B-1210IA/D 

Panel Net dimensions WxDxH mm
890x190x100 (outlet panel) 
890x290,5x32,4 (inlet panel)

1210x190x100 (outlet panel) 
1210x290,5x32,4 (inlet panel)

Panel Packaging dimensions WxDxH mm 938x335x220 938x335x220 1258x335x220 1258x335x220

Panel Net/gross weight 4,0/5,0 4,0/5,0 5,0/6,0 5,0/6,0

2,5 kW

3,5 kW

5,0 kW

7,1 kW

• Low noise level

• Compact design

• Panel kit (OPTIONAL): air supply 

and intake grill

• Condensate drain pump

• Flexible installation

• UVC Sterilisation

• Integrated Wi-Fi control 
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892 (AD25-AD35) / 1212 (AD50-AD71) 

850 (AD25-AD35) / 1170 (AD50-AD71) 

640 (AD25-AD35) / 960 (AD50-AD71) 
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760 (AD25-AD35) / 1080 (AD50-AD71) 
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AD25 - AD35 - AD50 - AD71

SLIM DUCT LOW PRESSURE

Condensate 
Drain Pump

Flexible 
Installation

Integrated
Wi-Fi Control

UVC 
Sterilisation

Compact 
Design

Silence 3D

Please see pages 40 & 41
For Controller Options
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The data in this catalogue is purely indicative as the data may vary. Please be advised to check 

the accuracy of the data with the supplier before purchasing products.


